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Max. 6 kVAC/DC, 16 A! 

 
• Es ist darauf zu achten, dass der Anschluss bei der Installation 

spannungsfrei ist.  
 

• Die Regeln für das Arbeiten unter Spannung sind zu beachten.                  
 

• Beim Einsatz sind die einschlägigen und gültigen Sicherheitsvorschriften 
und Normen zu erfüllen. Beispiel: DIN EN  50191  
Die Leitungen sind nicht für handgehaltene Prüfungen zugelassen.  

 
Wichtiger Hinweis  
  

• Die Sicherheit des Produkts ist nur bei Einbau / Anwendung durch 
qualifiziertes Fachpersonal gewährleistet.   

 

• Bei speziellen Anwendungen obliegt die Prüfung der Einhaltung der im 
Katalog angegebenen Vorschriften dem Anwender.  

 
                                                                       

• When installing it is important that the power is free of voltage. 
 

• The rules for working on energized equipment are to be followed. 
Applications have to comply with the relevant and valid safety regulations 
and standards. Example: DIN EN  50191 
The leads are not permitted for hand-operated testing. 

 
Important note 
 

• The safety of the products is guaranteed only for installation / application by 
qualified personnel.  
 

• By special applications the user is responsible for verifying of compliance 
with the requirements in the catalogue. 
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